
TECHNICAL RIDER - DIVADLO POD LAMPOU - Plzen  

capacity: 300  

stage: 5 x 5 m ( height 0,7 m ), heigh above stage 6 m  

backstage: 3,5 m x 5 m + WC + shower  

 

SOUND:  

PA SYSTEM  

2 x 2,5 kW Bi - AMP - YORKVILLE TX -3  

Aktive processor - Yorkville TX - 3P  

 

MONITOR SYSTEM:  

boxes: 4 x pas. 2-band monitor 800 W JBL SRX 712 M  

1 x active 2-band monitor 1000 W JBL PRX 615M  

2 x active 2-band monitor 320 W  

 

MIX CONSOLE:  

SOUNDCRAFT VI1 digital, 6 AUX, 4 SUB - 6 x 2 output matrix,  

2 MAIN, 4 - band EQ/2 par  

 

EFFECT + PROCESOR:  

Main EQ - DBX QUANTUM - digital mastering processor 4 band stereo compressor-
gate-limiter, 5 band EQ - high and low shelves, 3 band fully parametric  

MICROPHONE:  

AKG, SHURE, SENNHEISER, BEYERDYNAMIC, RODE, AUDIX  

 

 



 

LIGHTS:  

console: JB LICON 1X, dimmers: 3x DE Digital Dimmer PDU 1 - 8 x 1kW  

12 x PAR 64 - 1kW,  

6 x JB Lighting VARYSCAN P2 250 HTI ( moving head ) 

2x FLAT PRO 18 IP65 

1 x TRACKSPOT ( LIGHTWAVE RESEARCH - 250 W )  

2 x EUROLITE Audience Blinder (2 x Par 36)  

1 x MARTIN ATOMIC 3000 DMX  

1 x ACME STROBE BF1500D  

 

 

MULTIMEDIA PROJECTOR  

SANYO PLC-XT 20  

(XGA LCD projector, resolution: 1024 x 768, brightness: 3,800 ANSI lumens,  

contrast ratio: 1000 : 1)  

screen: draper Luma 2 3,66 x 2,74 m  
 


